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Manuals

• MaNagiNg the project
• QUick start gUide (overall iNstallatioN/asseMbly steps)
• Field Adjustments (solving Problems)
• desigN/eNgiNeeriNg gUide
• iNstallatioN iNspectioNs & MaiNteNaNce MaNUal
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Problem:
addiNg bays aFter iNstallatioN coMpleted:

p-1

exterior bay -

iNterior bay -

apply gentle, even uplift on the 
two adjoining module frames, 
and slide bay into place.
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exterior colUMN/rows -

iNterior -

Problem:
addiNg MechaNical attachMeNts aFter iNstallatioN coMpleted:

depending on location of sub-roof structural members

Note:
peel’n’stick type flashing not recommended for this. 
remove ballast from the bay, and possibly surrounding bays.
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Problem:
array bUckles, or has iNcoNsisteNt or UN-parallel 
gaps betweeN ModUles
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• loosen neighboring clips and re-adjust.

• Note:
   sequentially tightening from installation outset can prevent this.
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Problem:
clip bolt cross-threads
• back bolt out and replace clip, or use thread cleaning tool. one can also use hammer-drill to power bolt on       
   through damaged threads.

• Note:
   starting bolts with fingers instead of a power driver can minimize or eliminate cross-threading.

• Note:
   when using power driver, hold it perpendicular to clip, and squeeze bottom of clip flat 
   against bay post.
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Problem:
ModUle clip threaded hole aNd bay post hole Not liNed Up:

• tight fit between these parts is critical for electrical bonding. lining up holes may require assistance of a  
  hammer or similar device.


