
EXPLODED

PARTS LIST

DESCRIPTIONQTYITEM

BOLT, FLANGE, SERRATED, 3/8IN-16 X 2-3/4IN, 1/2IN TRIM 

HEAD, 1.2IN THREAD, BLACK, SS

11

SNAPNRACK, TOPSPEED UNIVERSAL, BONDING CLIP12

SNAPNRACK, TOPSPEED UNIVERSAL, MOUNT TOP, BLACK13

SNAPNRACK, TOPSPEED UNIVERSAL, MOUNT SPRING, SS14

SNAPNRACK, MODULE CLAMP, TOWER, ROCK-IN15

5/16IN X 3/4IN SS FLAT WASHER16

BOLT, FLANGE, 5/16IN-18 X 3/4IN, CLEAR, SS17

SNAPNRACK, ANGLE BRKT, 90 DEG, 1IN SLOT, 25 DEG FASTENER18

SNAPNRACK, BASE, COMP ROOF, DECK MOUNT, SPEEDSEAL+19

BOLT, FLANGED HEX, 5/16IN-18 X 1-1/4IN, SS110

SNAPNRACK, CHANNEL NUT, 5/16IN-18, 25 DEG FASTENER111

SNAPNRACK, SEALING WASHER WOOD SCREW, #14 X 3IN, 1/2IN 

HEX HEAD, SS

412

DESCRIPTION:

PART NUMBER(S):

DRAWN BY:

SNAPNRACK, TDS, TOPSPEED ORIGINAL

MOUNT WITH SPEEDSEAL+

242-10065

H.WULFEKOETTER

B

REV:

MATERIALS:

DESIGN LOAD (LBS):

TORQUE SPECIFICATION:

CERTIFICATION:

WEIGHT (LBS):

ALUMINIUM, STAINLESS STEEL, BUTYL

448 LBF UP, 335 LBF DOWN, 320 LBF SIDE

SEE INSTALLATION MANUAL

UL2703

1.15

DOC NUMBER:

SNR-DC-30010

SHEET: 1:1UNITS: IN, LB, DEG [MM, KG, DEG]

8/28/2025

DATE:

SNR SOLAR LLC

775 FIERO LANE, SUITE 200

SAN LUIS OBISPO, CA  93401  USA

EMAIL: CONTACT@SNAPNRACK.COM

THE INFORMATION IN THIS DRAWING IS CONFIDENTIAL AND PROPRIETARY.  ANY

REPRODUCTION, DISCLOSURE, OR USE THEREOF IS PROHIBITED WITHOUT THE

WRITTEN CONSENT OF SNR SOLAR LLC.
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1.18 - 1.58

[30.0 - 40.0]

CLAMPS MODULES

4.49

[113.9]

MODULE HEIGHT FROM ROOF

ADJUSTABLE FROM 3.5-4.5 [88.9-114.3]

7.24

[183.9]

1.50

[38.1]


