Product data sheet
Characteristics

QOWC60M200PFY

Energy center, QO, 200 A, 1 phase, UG, 60
spaces, ringed socket, semiflush mount, solar,
battery and generator ready, PoN

Product availability: Stock - Normally stocked in distribution facility

Price*: 3499.00 USD

Al
.

Main

Product or Component Type All-In-One
Range of Product QO

Meter socket type Ringed

Provided equipment

Wiser Energy kit

Miniature circuit breaker 1) 2P 15 A

Miniature circuit breaker 1) 1P 20 A

Miniature circuit breaker 2) 2P 110 A

Surge protection device (SPD) type 2 120/240 V
Socket-outlet 1) 20 A

Complementary

Line Rated Current

200 A

Load current

120 A alternate energy back feed

Phase 1 phase
Short-circuit current 22 KA
Device mounting Semi flush
Number of spaces 60
Number of spaces required 51
Number of circuits 70
Number of circuits 61
Number of tandem circuit breakers 10

Electrical connection

Lugs line side
Lugs service ground

AWG gauge

AWG 4...250 kemil aluminium/copper)line side
AWG 14...AWG 2/0 aluminium/copper)service ground

Service disconnect rated current

200 A

Branch circuit breaker rated current 90 A
Service feed location uG
Bypass type No bypass
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It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein. *Prices are indicative

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.



Connections - Terminals

Plug-on neutral

Device short name

Busbar, 225 A

Colour of enclosure

Matte white

Product Compatibility

Solar ready
Battery ready
Generator ready

Width 28.50 In (723.9 mm)
Depth 9.01 In (228.9 mm)
Height 45.00 In (1143 mm)

Environment

NEMA Degree of Protection

NEMA 3R

Ordering and shipping details

Category

Discount Schedule

00099-SQUARE D ENERGY CENTER
DE3A

GTIN

03606481064493

Nbr. of units in pkg.

1

Package weight(Lbs) 185.00 Lb(US) (83.914 kg)
Returnability Yes

Packing Units

Unit Type of Package 1 PCE

Package 1 Height
Package 1 width

19.88 In (50.483 cm)
40.00 In (101.6 cm)

Package 1 Length

55.00 In (139.7 cm)

Unit Type of Package 2

Number of Units in Package 2

PAL
2

Package 2 Weight

5359.91 Oz (151953.444 g)

Package 2 Height

34.75 In (88.265 cm)

Package 2 width

40.00 In (101.6 cm)

Package 2 Length

55.00 In (139.7 cm)

Offer Sustainability

California proposition 65 WARNING: This product can expose you to chemicals including: Lead and lead com-
pounds, which is known to the State of California to cause cancer and birth defect-
s or other reproductive harm. For more information go to www.P65Warnings.ca.gov

REACh Regulation 7y
EU RoHS Directive Compliant 2
Mercury free Yes
RoHS exemption information 7]
China RoHS Regulation iy

Halogen content performance Halogen free plastic parts product

Product Life Status : Commercialised

Schneider
2 Electric


https://download.schneider-electric.com/files?p_enDocType=REACh+Declaration&p_Doc_Ref=QOWC60M200PFY_REACH_DECLARATION&p_FileName=QOWC60M200PFY_REACH_DECLARATION_US_en-US.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=QOWC60M200PFY_ROHS_DECLARATION&p_FileName=QOWC60M200PFY_ROHS_DECLARATION_US_en-US.pdf
https://download.schneider-electric.com/files?p_enDocType=RoHs+Declaration&p_Doc_Ref=QOWC60M200PFY_ROHS_DECLARATION&p_FileName=QOWC60M200PFY_ROHS_DECLARATION_US_en-US.pdf
https://download.schneider-electric.com/files?p_enDocType=RoHS+China+Declaration&p_Doc_Ref=QOWC60M200PFY_ROHS_CHINA_DECLARATION&p_FileName=QOWC60M200PFY_ROHS_CHINA_DECLARATION_US_en-US.pdf

